

CONSTRUCTION SOLUTIONS BASIC SAFETY

JOBSITE CHECKLIST
GENERAL:

1) Safety Standards must be posted on the job site.

2) MSDS sheets for hazardous materials must be available on the job site.

3) Job site's complete address must be posted on the job site.

4) Emergency phone numbers must be posted on the job site.

5) A fire extinguisher must be available on the job site.

6) A first aid kit must be available on the job site.

HOUSEKEEPING: 

1) A trash container should be available on the job site.

2) Daily job site clean up must be done by each trade.

PROTECTIVE EQUIPMENT: 

1) Hard hats must be worn whenever there is danger of head injuries from impact, flying or falling objects or electrical shock and burns.

2) Gloves are to be worn when working with materials with sharp edges.

3) Goggles or face shields are mandatory when drilling, burning, chipping, grinding, sawing, or grouting.

4) Respirators are to be worn when workers are exposed to harmful dust, fumes, and gases.

5) Hearing protective devices are to be worn by workers where noise levels are excessive.

6) Workers are required to wear footwear adequate for their assigned work. Steel workers must wear steel-toed boots.

7) Insulated rubber gloves are to be used when working with "hot" wiring.

8) Welding goggles, gloves, and clothing should be used by welders.

LADDERS: 

1) All ladders must be equipped with rubber ladder shoes.

2) Step ladders are to be used only in the full open position.

3) Extension ladders are to extend 36" above the landing.

4) Extension ladders are to be tied off at the top.

5) No metal ladders are to be used within 10' of electrical lines.

6) No standing on top of step ladders.

SCAFFOLDS: 

1) All cross and diagonal bracing must be in place and properly connected.

2) There must not be any riders on work platform while it is being moved.

3) Wheel brakes must be set while in use.

4) Scaffolds above 10' must have guard rails and toe boards.

5) Height must not exceed 4 times base dimension unless outriggers are used.

6) Platform work boards are to be laid together tight.

7) Safety harnesses must be used above 30' AFF.

8) Scaffolds are to be erected on a firm and substantial surface.

ELECTRICAL: 
1) Extension cords must be in good shape (no fraying or splicing).
2) Extension cords must be protected from "drive over" traffic.

3) All temporary circuits must be properly guarded and grounded.

4) Power that is shut off for safety should be locked down and a warning sign posted.

5) Adequate temporary lighting must be provided.

6) Temporary lights need to have protective covers.

7) Power hand tools are to have power cords in good shape with grounding.

FLOOR AND WALL OPENINGS: 

1) Floor openings are to be securely planked or protected by secure barricades with 4" toe kicks.

2) Walls openings are to be protected with top and intermediate guard rails.

3) If a wall opening is more than 6' AFF, a 4" toe band is required.

4) Construction stairs are to be provided with hand rails and landings with guardrails.

FIRE SAFETY: 

1) Flammable liquids must be stored in UL approved containers.

2) Flammable liquid containers must be clearly identified.

3) There must be adequate ventilation for flammable liquids.

4) Fire watch must be provided during welding.

5) Combustible debris must be removed daily (solvent waste, oily rags, etc.)

6) A "No Smoking" or "Open Flame" sign must be posted where there is a possible build up of explosive gases.

TRENCHING AND EXCAVATION: 

1) Trenches 4' deep or more should be provided with a ladder located no more than 25' of travel.

2) Excavated material should be stored & retained at least 2' from edge of excavation.

3) Barricades should be installed when mobile equipment is working adjacent to excavation.

4) Trenches over 5' in depth should be properly shored.

5) Trenches in paved areas are to be barricaded with lit barricades.

6) Trenches are to be back filled as soon as work is completed.

7) If needed, utility companies should be notified prior to excavation.
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